
Connection Problems
…What Connection Problems?

Engineered Floors
Traditional Problem Cullen’s Solution

Filler Blocks
Time consuming to install and

difficult for building inspectors to
validate the integrity of the
completed multiple joist.

The I-clip safely joins multiple joists
allowing them to act as a single unit
and connections are visible to ensure
compliance.➡
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Punching of Holes
through Joist Webs
Time consuming and can be

problematic.

Due to the PFS’s shallow depth it
means it can run either on the
underside or the surface of 
I-joists, without the need for either
notching or threading through the
centre of the web which can be
problematic.

Splitting of the End 
of Joists

The Straddle Clip is a NO-NAIL fixing
which eliminates the potential for
splitting the end of joists when fitting
perimeter noggings.

Requirement for
Masonry above

Masonry Hangers

The RA guarantees a qualified safe
working load without the need for
masonry above.  
This enables the floor to be used as a
working platform for accelerated build
programmes and eliminates costly
on-site floor propping.

Backer Blocks /
Web Stiffeners

Time consuming to install 
and can be fitted 

incorrectly.

The UI has the ability to transfer
loads without the need for either web
stiffeners or backer blocks and is
extremely quick and simple to install.

The HI has all the benefits of the UI
hanger with increased load carrying
capacity due to its anti- compression
bar and unique bearing enhancers.
Once again no web stiffeners or
backer blocks are necessary.
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